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1.6 Ton Dumper

Brands: Wacker Neuson
Hydrostatic Swivel-tip: 2 x 4 dumper
Max. Safe load: 1 500kg
Dry weight: 1 261kg
Skip - levelled: 650 ltr

- heaped: 800 ltr
- Water level: 325 ltr

Turn Radius outside: 3 300 mm
Max. Gradebility: 45% (24’)
Diesel Tank: 15l
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3 Ton Dumper

Brands: Wacker Neuson
Hydrostatic Swivel-tip: 4 x 4 dumper
Max. Safe load: 3 000kg
Dry weight: 1 261kg
Skip - Levelled: 1 300 L

- Heaped: 1 750L
- Water level: 900L
- Swing: 180 – 217 deg

Turn Radius outside: 3 650mm
Max. Gradebility: 50% (27 Deg)
Diesel Tank: 40l



Excavator

Brand: Wacker Neuson
Height: 2 520mm
Width: 1620mm
Transport Length: 5 170mm
(arm lowered)
Max. Excavation Depth: 3 230/3 530mm
Max. Excavating Radius: 5 270/5 546mm
Width of Track: 300mm
Outrigger Swivel Radius: 1 470mm
Vertical Digging System: VDS
Length of Bucket Arm: 1 335mm
Transport(weight with cab): 3 500kg
Gradeability: 30 Degrees(58%)

High Stability thanks to optimal weight
distribution and VDS option (Vertical Digging
System)
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Hydraulic Hammer

Brand: Atlas Copco
Carrier Weight Class: 1,9–4,5 t
Service Weight: 140 kg
Oil Flow Rate: 25–45 l/min
Operating Pressure: 100–150 bar
Max Hydraulic Input Power: 11kW
Impact Rate: 850–1,900 bpm
Working Tool Diameter: 50 mm
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Double Axle Winch
4 x 1000 W – 9m

Floodlights: 4 x 1000 w metal halide
Light Output: 348 000 lumens total
Operating Hours: 68 Hours
Rotation: 360°
Alternative Power: 6kva / 230v

Hydraulic & Winch
operated.



LED Light Tower
6 x 150 W Lamps – 8.5m

Brand: Trime
Height (mast raised): 8.9 m Manual
Luminated Area: 4200 m³
Floodlights: 6 x 160W LED lamps
Operating hours: 145 hours
Fuel Tank Capacity: 80 ltr
Fuel Consumption: 0.55 ltr/hr
Power Kubota Diesel: 1500 rpm
Manual rotation: 340°
Auxillary Output: 1 Kva
Output: 86 400 lumens
4 Wheel Trailers

Hydraulic & Winch
operated.
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Ride on Roller 16 Ton

Brand: CAT
Speed: 0-85km/h
Vibrating Selection: Double Drum
Frequency: 53Hz
Centrifugal Force: 10.3KN
Nominal Amplitude: 0.5mm
Length: 2050mm
Height: 2395mm
Wheel Base: 1300mm
Width: 800mm
Max Gradeability: 30% (17deg)
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Ride on Roller 16 Ton

Brand: Bopu
Vibrating Selection: Single Drum
Frequency: 65Hz
Centrifugal Force: 23.5KN
Nominal Amplitude: 0.4mm
Length: 2100mm
Height: 2300mm
Wheel Base: 1700mm
Width: 900mm
Max Gradeability: 35% (19°)
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Brand: CAT
Vibrating Selection: Double Drum
Frequency: 63/55Hz
Centrifugal Force: 31.3/23.9 kn
Nominal Amplitude: 0.5mm
Length: 2500mm
Height: 2680mm
Wheel Base: 1800mm
Compaction Width: 1200mm
Max Gradeability: 35% (19°)

Ride on Roller 27 Ton
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Ride on Roller 27 Ton

Brand: Wacker
Vibrating Selection: Double Drum
Frequency: 63/55Hz
Centrifugal Force: 31.3/23.9 kn
Nominal Amplitude: 0.5mm
Length: 2500mm
Height: 2680mm
Wheel Base: 1800mm
Compaction Width: 1200mm
Max Gradeability: 35% (19°)
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Roll Away Trailer for
Pedestrian Roller

Maximum Load Capacity: 1 600kg
Robust bit light in weight: Reduces fuel costs
Low deck Height: Equipment can be

loaded easily and safely
Length \ Width: 3 500mm / 1 500mm
Folding Ramp: 1 500mm
GVM: 2 700KG
Tare: 450kg
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Bema Road Broom
1850

Max operating pressure: 180 bar
Min fluid throughout: 20 l /min
Working width: 1 850mm
Weight: 170kg
Main Brush Diameter: 520 mm ppn
.
Brush revolutions: 100rpm–

max 150rpm

(polypropylene)

Optional Extras:
Adaptor Plate, Waste Collection container,
Support leg.
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12.5 km/h

Skid Steer Loader

Brand: CAT
Gross power: 45.5 kW
Net power: 42 kW
Operating weight: 2 641 kg
Rated operation capacity: 680 kg
Tipping load: 1 360 kg
Length w/bucket on ground: 3 233 mm
Height to top on cab: 1 950 mm
Travel Speed:

Optional Extra: Pallet Fork.
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Skid Steer Loader

Brand: Wacker
Operating weight: 2 400 kg
Tipping Load: 1 360 kg
Length w/bucket on ground: 3 060 mm
Height to top on cab: 1 947 mm
Payload: 680 kg
Bucket capacity level: 0.29 m3
Bucket capacity heaped: 0.36 m3
Bucket width: 1 520 mm
Engine performance: 34 kW
Tank capacity: 52 l
Travel speed: 12 km/h

Optional Extra: Pallet Fork.
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Trailer Mount – TM12 / JLG12 M

Platform height : 10.67 m
Working height: 12 m
Working outreach: 6.14 m
Working Width: 3.43 m
Platform capacity: 230 kg
Platform rotator: 90°
Swing: 410°
Ground clearance: 254 m
Levelling capacity: 11°
Gross vehicle weight: 1 556 kg
Towing speed rating: 72 km/h
Towing Capacity: 1.6 ton
DC Power: 230v/dc/Battery
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Trailer Mount – TM12

Platform height: 10.2 m
Working height: 12.2.m
Working outreach: 6.1 m
Working Width: 3.55 m
Platform capacity: 200 kg
Gross vehicle weight: 1 400 kg
Towing speed rating: 72 km/h
Towing Capacity:
DC Power: 230v/dc / Battery

1.4 ton
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Trailer Mount – TM14

Platform height: 12.25 m
Working height: 14.24 m
Working outreach: 6.40 m
Machine length:
height: 2 m
Width: 1.6 m
Safe working load:
Minimum weight: 1 500 kg
Max Towing speed rating: 72 km/h
Towing capacity: 1.5 ton
Outrigger type: Hydraulic
Cage rotation: Available
Power: 230v/DC Battery

225 kg

6.75 m
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Trailer Mount – TM17

Platform height: 15 m
Working height: 17.1 m
Working outreach: 8.7 m
Machine length:
height: 2.15 m
Width: 1.65 m
Safe working load:
Minimum weight: 1 500 kg
Max Towing speed rating: 72 km/h
Towing capacity: 2.2 ton
Outrigger type: Hydraulic
Cage rotation: Available
Power: 230v/DC Battery

200 kg

6.2 m
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Lambson’s Hire

082-446-8484

www.lambsonshire.co.za

@lambsonshire
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